NC-1200

Banknote Discriminator

Thermal Printer
MA Battery Pack (7.2V 2200mA)

PRODUCT SPECIFICATION
o ; Easy opening bill-path for better
Feed Type * Roller Friction Type _;ads'lﬂand E;ccgate (‘%Ietec!;!rlop ; maintenance. All sensors from
Counting Speed + Al least 250 notes per minufe W ::uerr'z:cm rois;s:i:'le Gl Japanand USA, for much stable
Counting Mode + Count, Mixed, Sort, Face, Orient yp 9- performance
Counterfeit Detection + Magnetic, Infrared Pattern and Color
Bill Insert Direction + In all direction, Face or Unfaced
Hopper Capacity + Approx. 80 circulated notes.
Approx. 120 notes with extension hopper*
Stacker Capacity + Apprx. 100 circulated notes.
Currency Type + All series USD Banknotes (After 1988)
Available Currencies +USD, EUROQ, GBP, JPY, CNY, etc.
Applicable Currencies +11l012
Serial Recording For +USD, EURO
Max Note Size +180 % 83 x 0.5 (mm)
Display + LCD Display with Backit
External Ports * Printer Interface . :
PC Cnnnelclion Interface (USB) dl?:llllunitlog::nil;gtl(lzrg: dLgr?:i Simplified sockets, connect power,
Remote Display Interface grapph?lc'. baie b tgr?ace it PC, printer* and remote display*
Power Requirement + AC 90-240V, 50/60Hz, or MA Li-lon Battery Pack streamlined operation. In easier way.
Power Consumption + Approx. 15W
Ambient Conditions + Temperature 0° ~ 40° C F
Hurmidity 20% ~ 90% RH.
Net Weight + 12509 with Battery Pack
1150g without Battery
Dimensions + 240 x 138 x 67 mm (Folder)
428 x 138 x 110 mm (Expanded)
Approvals + CE, FCC, ROHS and UL AC Adaptor
Options + Remote Display Unit
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